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ABSTRACT
Multimodal foundation models are transformative in sequential
recommender systems, leveraging powerful representation learn-
ing capabilities. While Parameter-efficient Fine-tuning (PEFT) is
commonly used to adapt foundation models for recommendation
tasks, most research prioritizes parameter efficiency, often over-
looking critical factors like GPU memory efficiency and training
speed. Addressing this gap, our paper introduces IISAN (Intra- and
Inter-modal Side Adapted Network for Multimodal Representa-
tion)1, a simple plug-and-play architecture using a Decoupled PEFT
structure and exploiting both intra- and inter-modal adaptation.

IISAN matches the performance of full fine-tuning (FFT) and
state-of-the-art PEFT. More importantly, it significantly reduces
GPU memory usage — from 47GB to just 3GB for multimodal se-
quential recommendation tasks. Additionally, it accelerates training
time per epoch from 443s to 22s compared to FFT. This is also a
notable improvement over the Adapter and LoRA, which require
37-39 GB GPU memory and 350-380 seconds per epoch for training.

Furthermore, we propose a new composite efficiency metric,
TPME (Training-time, Parameter, and GPU Memory Efficiency) to
alleviate the prevalent misconception that "parameter efficiency
represents overall efficiency". TPME provides more comprehensive
insights into practical efficiency comparisons between different
methods. Besides, we give an accessible efficiency analysis of all
PEFT and FFT approaches, which demonstrate the superiority of
IISAN. Code is available at https://github.com/GAIR-Lab/IISAN.

1Same pronunciation as the name of Thailand’s largest region "Isan".
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1 INTRODUCTION
Large foundation models such as GPT-4 [1], DALL-E [59], LLaMA
[66], and CLIP [57], are at the forefront of AI innovation, captivating
the entire AI community. These models have become pivotal in
AI research areas such as Natural Language Processing, Computer
Vision, and Multimodal Learning Tasks. In particular, their superior
ability to generate universal representations is highly advantageous
for sequential recommendation tasks that have recently shifted
from traditional reliance on IDs (Identifiers) [28, 29] to multimodal
item content (Text, Images, etc.)

While this paradigm shift is undeniably successful, it introduces
significant challenges. Large foundation models, characterized by
their extensive parameterization, incur substantial costs when ap-
plying traditional full fine-tuning (FFT) methods [11]. This partly
explains whymuch research focuses on text modality [30, 31, 73, 75]
– the training cost for visual modality is even higher. For instance,
vision encoders like ViT have long sequence lengths (up to 197),
compared to less than 50 in typical text scenarios. Longer sequence
length can significantly increase the activations in GPU memory,
which we will explain in Section 3.3. This high training cost is
even more pronounced in multimodal scenarios, combining text
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Figure 1: Comparsions among Full Fine-tuning (FFT), Em-
bedded PEFT and Decoupled PEFT for feature representa-
tion learning. The traditional Embedded PEFT (EPEFT), e.g.,
Adapter [32] and LoRA [33], embed the additional trainable
parameters into the foundation models, reducing trainable
parameters but still having heavy computation graph during
backpropagation. The proposed IISAN belongs to Decoupled
PEFT (DPEFT), which significantly reduces the size of the
computation graph by decoupling the PEFT from backbones
and maintains the latest trainable parameters by freezing
backbones.

and visual information, which significantly increases model size
and data input. Nevertheless, despite such efficiency issues, the
intuitive advantage of multimodal representation lies in its ability
to comprehensively integrate information, thereby enhancing over-
all performance. Therefore, optimizing efficiency in multimodal
recommendation is of paramount importance.

We identified two additional key challenges in the costly train-
ing of large foundation models: GPU memory and training time.
The substantial expense of GPU memory, such as that required
for advanced GPUs like A100 and H100 80G, poses a barrier for
researchers and engineers interested in developing large founda-
tion models but lack access to these resources. Moreover, the issue
of training time encompasses not only extended waiting periods
but also the escalation of electricity expenses. Crucially, the energy
consumed during lengthy training processes directly contributes
to higher carbon emissions, a matter of significant global environ-
mental concern [5, 72].

In response to the FFT’s efficiency problem, many researchers
have turned to parameter-efficient fine-tuning (PEFT) methods,
such as LoRA [33], Adapter [32] and Bitfit [82], etc. Note that,
adapter-based approaches have shown performance comparable
to FFT in sequential RS, as discussed in [15]. However, a critical
question arises: Does the parameter efficiency represent the
practical model efficiency, i.e. lower parameter→ lower GPU
memory & faster training speed? PEFT was initially proposed
to reduce trainable parameters [32], aiming to save storage by
reducing the need for multiple copies of foundation models for
various tasks [15, 32]. For instance, as shown in Figure 1, popular
PEFT methods [32, 33, 39, 55] embed new trainable parameters into
the foundation models, namely Embedded PEFT (EPEFT). However,
the computation graph of these EPEFTs, such as Adapter and LoRA,
shows no significant reduction [4, 65]. Consequently, the cost of

backward propagation, i.e. GPUmemory and training time, does not
decrease appreciably, which continues to be a primary bottleneck
during the training stage, as detailed in Section 3.

As mentioned before, we argue that two intuitive key issues exist
in PEFT research:

• Current embedded PEFT methods are inherently flawed, i.e.,
the heavy computation graph in backpropagation.

• In the PEFT research methodologies, there is a misconcep-
tion that parameter efficiency directly translates to overall
efficiency, and the model efficiency evaluation (only focusing
on the size of trainable parameters) is lopsided.

Current research in multimodal sequential recommendation is suf-
fering from these critical issues [9, 15, 22]. Motivated by this, we
conduct our research. Specifically, we develop a a simple yet effi-
cient Intra- and Inter-modal Side Adapted Network (IISAN) to adapt
the multimodal foundation models more efficiently. Compared to
traditional EPEFT (Adapter and LoRA, etc.), IISAN’s innovations
encompass three aspects: (1) We adopt the advanced Decoupled
PEFT (DPEFT) structure, described in Figure 1, to largely reduce the
computation graph; (2) Drawing from our insights into the char-
acteristics of the DPEFT, we further propose to improve efficiency
by implementing a caching strategy, as detailed in Section 2.1; (3)
Based on the traits of multimodality, we embrace the capabilities
of both unimodality (intra-SAN) and multimodality interactions
(inter-SAN) for better multimodal representation learning.

Additionally, we correct the misconception that "parameter effi-
ciency is equal to model practical efficiency" in two aspects. First,
we undertake a thorough yet accessible analysis in Section 3. This
analysis focuses on the practical efficiency of various prevalent
approaches, including full fine-tuning (FFT), EPEFTs (such as LoRA
[33] and Adapter [32], etc.), and DPEFT (IISAN). The evaluation
encompasses three key facets: training speed, trainable parameters,
and GPU memory usage. Second, to unify the point of evaluat-
ing the practical model efficiency, we introduce a metric named
TPME (Training-time, Parameter, and GPU Memory Efficiency),
which comprehensively considers the above three critical factors
to address the second aforementioned issue in PEFT research.

Overall, the major contributions of our paper are threefold:

• We introduce a novel Intra- and Inter-modal Side Adapted
Network (IISAN) following the decoupled PEFT paradigm
for end-to-end sequential recommendation tasks based on
pre-trained multimodal foundation models. IISAN is allowed
to employ caching strategy to further improve efficiency due
to its DPEFT property.

• We propose a new practical efficiency metric (TPME), har-
monizing the costs of training time, trainable parameters,
and GPU memory, which offers a holistic measure of model
efficiency.

• We provide a detailed and accessible analysis for understand-
ing the high efficiency of the PEFT mechanism. It positions
the IISAN as a theoretically superior architecture in terms
of practical efficiency compared to prevalent PEFT.

Extensive experiments validate that IISAN achieves comparable
performance over the FFT and the state-of-the-art PEFTmethods on
three widely-used multimodal recommendation datasets, while also
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delivering a notable enhancement in GPU memory and training
time efficiency.

2 METHODOLOGY
The overall framework of the proposed IISAN is shown in Figure 2.
We depart from the mainstreammultimodal representation learning
models [15, 18, 67, 73, 75, 81] to introduce a novel high-efficiency
paradigm for personalized fine-tuning in sequential recommen-
dation—referred to as decoupled parameter-efficient fine-tuning
(decoupled PEFT, DPEFT). This innovative approach specifically
addresses a critical aspect: the efficient adaptation of pre-trained
large-scale multimodal models as item encoders. Initially, we pro-
pose to decouple the new trainable side adapted networks (SAN)
and the frozen multimodal backbones. This decoupling is designed
to optimize the extensive computation graph of backpropagation,
effectively tackling challenges in training time and GPU memory
encountered when transitioning large-scale models to downstream
tasks. Leveraging the unique features of DPEFT, we introduce
caching strategies for IISAN to significantly enhance its practi-
cal efficiency. Furthermore, capitalizing on the intrinsic nature of
multimodal representations, the proposed IISAN architecture in-
troduces two independent intra-modal SANs for visual and textual
modality adaptation, along with an inter-modal SAN for handling
interactions between the two modalities. The decoupled intra- and
inter-modal SANs adeptly transfer pre-trained large-scale multi-
modal fundamental models, such as BERT [11], DEBERTA [25, 26],
ViT [12], and CLIP [57], to downstream multimodal recommenda-
tion tasks while maintaining multifaceted efficiency. Moreover, we
pioneer a new efficiency metric—TPME—to evaluate the practical
training efficiency of models, diverging from a reliance solely on
trainable parameters.

2.1 Our method: IISAN
Given a recommendation datasetD = {U,V} whereU,V denote
the set of users and the set of items, respectively. For a multimodal
sequential recommendation task, we aim to predict the next item
interacted with user 𝑢 by exploiting his/her 𝑛 past behaviors. In
multimodal recommendation, each item 𝑣 contains two modal rep-
resentations, i.e. text (𝑣𝑡𝑒𝑥𝑡 ) and corresponding image (𝑣𝑖𝑚𝑎𝑔𝑒 ). We
feed the texts and images of items into two pre-trained textual and
visual fundamental models, such as BERT [11] for texts and ViT [12]
for images, which consist of an embedding layer (word embedding
for texts and patch embedding for images) and multiple transformer
blocks respectively. Through the pre-trainedmultimodal backbones,
we can obtain the textual and visual embeddings from the embed-
ding layers and the multiple hidden states ({ℎ𝑡𝑒𝑥𝑡

𝑖
} and {ℎ𝑖𝑚𝑎𝑔𝑒

𝑖
})

from the transformer blocks ({𝑇𝑅𝑀𝑖 }), where 𝑖 denotes the 𝑖-th
layer of the backbone.

In this paper, our model innovation lies in that we propose intra-
and inter-modal side adapted network (IISAN) aims to maximize the
utilization of knowledge derived from pre-trained models in under-
standing multimodal item sequence representation by a decoupled
PEFT paradigm. Specifically, we decouple the trainable parame-
ters into three separate towers, which are the textual-modality
side adapted network for text representation training, the visual-
modality side adapted network for image representation training
and an inter-modal side adapted network for image-text interactive

representation training. Similar to Adapter [32], each side adapted
network (SAN) consists of multiple SAN blocks (SANBs), each of
which contains Upsample layers and downsample layers based on
fully-connected network.2 As shown in Figure 2, the structure of
textual SAN, visual SAN and inter-SAN have structure symmetry,
due to the consistency of the backbone models. Taking the textual
SAN as an example, different from complex fusion ways [19], a
learnable gate mechanism is employed to fusion the information
{ℎ𝐵𝑖𝑛𝑡𝑟𝑎
𝑖−1 } from the last SANB and the current hidden state {ℎ𝑡𝑒𝑥𝑡

𝑖
},

as the formula:

ℎ𝐵
𝑖𝑛𝑡𝑟𝑎

𝑖 = 𝑆𝐴𝑁𝐵𝑖𝑛𝑡𝑟𝑎
(
𝜇𝑡𝑒𝑥𝑡𝑖 ∗ ℎ𝐵

𝑖𝑛𝑡𝑟𝑎

𝑖−1 + (1 − 𝜇𝑡𝑒𝑥𝑡𝑖 ) ∗ ℎ𝑡𝑒𝑥𝑡𝑖

)
(1)

where 𝜇𝑡𝑒𝑥𝑡
𝑖

∈ [0, 1]. Note that the first SANB only inputs the text
embeddings and the visual SAN employs similar operations. For
the inter-SAN, we employ a similar gating method. We design a
fusing mechanism to fuse the hidden states of two modalities and
sum the information from the last SANB, as the formula:

ℎ𝐵
𝑖𝑛𝑡𝑒𝑟

𝑖 = 𝑆𝐴𝑁𝐵𝑖𝑛𝑡𝑒𝑟
(
𝛽𝑖 ∗ ℎ𝑖𝑚𝑎𝑔𝑒𝑖

+ (1 − 𝛽𝑖 ) ∗ ℎ𝑡𝑒𝑥𝑡𝑖 + ℎ𝐵
𝑖𝑛𝑡𝑒𝑟

𝑖−1
)
(2)

where 𝛽𝑖 ∈ [0, 1]. Note that the first inter-SANB only inputs the
text embedding and the visual embeddings.

Additionally, to further enhance network efficiency and address
issues of layer redundancy, we introduce a LayerDrop techniques,
like [14, 65], to save the number of SAN blocks. Specifically, we
group two transformer blocks together and drop the first hidden
state to the SANs, which can save half the amount of SANBs. More-
over, we also explore different LayerDrop schemes in Section 5.4, i.e.
dropping different hidden layer states, to achieve the best balance
between efficiency and effect, which reflects the significance of
different encoder layers for the final modality representation.

Finally, we obtain an efficient new multimodal item representa-
tions from the intra- and inter-modal SANs, including the textual
representations {𝑒𝑡𝑒𝑥𝑡 }, the visual representations {𝑒𝑖𝑚𝑎𝑔𝑒 } and the
textual-visual interacted representations {𝑒𝑖𝑛𝑡𝑒𝑟 }. A linear-based
fusion layer (𝐹𝐿) is added to ensure the consistency of the output
dimensions of the item embedding and input dimensions of the
sequential encoder for the final recommendation, as follows:

𝑒𝑖𝑡𝑒𝑚 = 𝐹𝐿( [𝑒𝑖𝑚𝑎𝑔𝑒 : 𝑒𝑖𝑛𝑡𝑒𝑟 : 𝑒𝑡𝑒𝑥𝑡 ]) (3)

where [:] means the feature concatenation. Then, we input the
𝒆 𝒊𝒕𝒆𝒎 into the sequential encoders and calculate the final predicted
score for user 𝑢 to 𝑖-th item as �̂�𝒖𝒊 , which is the product of the
output sequential encoder and corresponding item embedding.

In terms of training details, we exploit the in-batch debiased
Cross-Entropy loss function L𝐶𝐸 [36, 79, 81] widely adopted in
both academic literature and industrial systems.

𝐷𝑢𝑖 = exp(𝑦𝑢𝑖 − log(𝑝𝑖 )) +
∑︁

𝑗∈[𝐵 ], 𝑗∉𝐼𝑢
exp(𝑦𝑢 𝑗 − log(𝑝 𝑗 )) (4)

L𝐶𝐸 = −
∑︁
𝑢∈U

∑︁
𝑖∈[2,...,𝑛+1]

log
exp(𝑦𝑢𝑖 − log(𝑝𝑖 ))

𝐷𝑢𝑖
(5)

2SANB, a network unit of SAN, utilizes the network block similar to Adapter [32]. How-
ever, unlike the Adapter’s embedded approach, SANB is implemented in a decoupled
way.
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Figure 2: An Overview of the IISAN for sequential recommendation. The framework takes the pre-trained text encoder
BERT [11] and image encoder ViT [12] as an example, which contains 12 Transformer-blocks (TRMs) respectively. IISAN
proposes intra- and inter-modal side adapted networks, where the intra-modal SANs mainly construct independent adaptive
representation learning within two modalities and the inter-modal SAN focuses on the efficient multimodal interactions
between layer hidden states in multimodal networks. SANs consist of multiple SAN blocks (SANBs) and learnable fusion gates.
Each SANB receives the hidden states from the corresponding layers and makes an adaptive learning optimization for the final
recommendation task by a unified objective function. Notablely, we leverage LayerDrop to further omit redundancy.
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Figure 3: Caching strategies comparison. The input for the
DPEFT remains constant and, in theory, can be cached. On
the other hand, the input for the EPEFT is subject to change
as it is influenced by parameter updates in the last block.

where 𝑝 is the popularity of the item, 𝐼𝑢 and 𝐵 stand for the item set
interacted by user 𝑢 and the batch. 𝑛 + 1 item denotes the predicted
item for user 𝑢. 𝐷𝑢𝑖 is a temporary variable to simplify Formula (5).

Introducing an innovative approach to enhance efficiency, we
suggest a caching technique as a refinement strategy [6, 38]. As
shown in Figure 3, due to the advantages of the decoupled PEFT
mechanism, i.e., the separable pre-trained backbone model and the
new trainable model, made this possible. This technique entails the
storage and reuse of item hidden states extracted from pre-trained
multimodal backbones, minimizing the necessity for repeated for-
ward passes of foundational models during training. Notably, it is
crucial to highlight that this approach may not be applicable to

Embedded PEFT methods. Because the input for each PEFT mod-
ule in Embedded PEFTs will be altered by the previous module,
which leads the layer’s hidden states to change and is unsuitable for
caching. This limitation of EPEFT highlights the Decoupled PEFT’s
superior efficiency.

2.2 New Efficiency metric: TPME
In this paper, we propose a new composite metric3 (termed TPME)
to evaluate the practical efficiency of different PEFT methods, e.g.
Adapter, LoRA, etc. It integrates the efficiencies of training time,
trainable parameters, and GPU memory into a unified evaluation
metric by adjustable practical factors. Specifically, assuming we
evaluate the efficiency of 𝑖-th model among 𝐾 models, TPME is
calculated based on their training time 𝑇 = {𝑡1, ..., 𝑡𝐾 }, trainable
parameters 𝑃 = {𝑝1, ..., 𝑝𝐾 } and GPU memory𝑀 = {𝑚1, ...,𝑚𝐾 } as
follows:

𝑡norm𝑖 =
𝑡𝑖 −min𝑇

max𝑇 −min𝑇
(6)

𝑝norm𝑖 =
𝑝𝑖 −min 𝑃

max 𝑃 −min 𝑃
(7)

𝑚norm
𝑖 =

𝑚𝑖 −min𝑀
max𝑀 −min𝑀

(8)

3The composite metric, frequently used in social statistics, measures levels across mul-
tiple dimensions. The well-known Human Development Index (HDI) [61], employed
by the United Nations, incorporates dimensions of education, longevity, and income.
Our TPME follows the HDI’s fundamental calculation principle, integrating various
dimensions for a comprehensive evaluation.
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𝑇𝑃𝑀𝐸𝑖 = 𝛼1𝑡
norm
𝑖 + 𝛼2𝑝norm𝑖 + 𝛼3𝑚norm

𝑖 (9)

𝛼1 + 𝛼2 + 𝛼3 = 1 (10)

where 𝛼 denotes the weighting assigned to each term, tailored
to specific circumstances. For example, in scenarios where only a
limited GPU capacity is available for model training, it’s advisable
to significantly augment the weight of𝑀 . Within the scope of this
paper, we’ve adjusted the values of 𝛼1 and 𝛼3 to 0.45, and 𝛼2 to
0.1. This adjustment reflects our focus on two key practical aspects:
training speed and memory efficiency. It is crucial to understand
that the Training-time, Parameter, and GPU Memory Efficiency
(TPME) framework is specifically intended for the comparative
analysis of a minimum of two methodologies. For example, this
could involve a comparison betweenmethodologies such as FFT and
IISAN. For each individual factor, it’s crucial to ensure consistency
in value derivation by conducting evaluations within the same
experimental environment and setup, thus preserving the integrity
and relevance of the results. An example of calculation is provided
in Section 5.1.

3 ANALYSIS OF EFFICIENCY
This section analyzes the detailed composite efficiency of train-
ing downstream tasks, such as recommender systems and cross-
modal retrieval, etc., with PEFTs based on pre-trained large-scale
multimodal foundation models to compensate for filling in the
absences in the existing literature4. While quantifying exact val-
ues in Transformer-based architectures is complex, we provide
approximate values with an upper bound 𝑂 , facilitating compara-
tive analysis with various approaches in Table 1. In this comparison,
we keep different dimensional variables inside 𝑂 and diminish the
smaller variables within the same dimension and constant coeffi-
cients using "≈", following the algorithm’s fundamental principles
[62].

3.1 Training-time Efficiency
Inspired by [42, 60], we analyze the time spent on three key com-
ponents, i.e. forward passes (𝐹𝑃 ), backward passes (𝐵𝑃 ) and weight
updates (𝑊𝑈 ), of one training iteration. First, we define the afore-
mentioned three components for the large-scale foundation model
as𝑂 (𝐹𝑃),𝑂 (𝐵𝑃) and𝑂 (𝑊𝑈 ), and for the smaller PEFT network as
𝑂 (𝑓 𝑝), 𝑂 (𝑏𝑝), and 𝑂 (𝑤𝑢), where 𝐹𝑃≫𝑓 𝑝 , 𝐵𝑃≫𝑏𝑝 and𝑊𝑈≫𝑤𝑢.
Consequently, the total training time of one iteration in full fine-
tuning (FFT) is around𝑂 (𝐹𝑃+𝐵𝑃+𝑊𝑈 ). For LoRA [33] and Adapter
[32], their forward and backward pass involves both foundation
models and PEFT components. In addition, since the foundation
model is frozen, the weight update time includes only the PEFT
model 𝑂 (𝑤𝑢). So the total training time for LoRA/Adapter is:

𝑂 (𝐹𝑃 + 𝑓 𝑝 + 𝐵𝑃 + 𝑏𝑝 +𝑤𝑢) ≈ 𝑂 (𝐹𝑃 + 𝐵𝑃 +𝑤𝑢) (11)

However, for IISAN, due to its decoupled structure, we can omit
the backward propagation through the large foundation models. So
the total training time is:

𝑂 (𝐹𝑃 + 𝑓 𝑝 + 𝑏𝑝 +𝑤𝑢) ≈ 𝑂 (𝐹𝑃 + 𝑏𝑝 +𝑤𝑢) (12)

4Note that we only study from the model perspectives, other engineering approaches
such as Quantization applied in QLoRA [10] is not in our scope.

Moreover, as discussed in Section 2.1, IISAN (Cached) approach can
further save the forward pass time of the foundation models, i.e.,
training time is 𝑂 (𝑓 𝑝 + 𝑏𝑝 +𝑤𝑢).

3.2 Parameter Efficiency
The parameter efficiency is considered as a determinant of model
efficiency in many research papers [15, 32]. The more trainable
parameters a method has, the fewer parameter efficient it becomes.
Therefore, we analyze the entire backbone models with 𝑂 (𝑇𝑃) pa-
rameter sizes when FFT, while the PEFT components (including
Adapter, LoRA, and IISAN, etc.) only contain the negligible 𝑂 (𝑡𝑝)
trainable parameters, where 𝑡𝑝 ≪ 𝑇𝑃 . As mentioned in [15, 32],
the main reason for the parameter efficiency being a concern is due
to storage inefficiencies during downstream task model migration,
especially on mobile. However, with the popularity of cloud-based
storage, we believe that this should not be the only focus for rec-
ommendation model training, the training time and GPU memory
efficiencies are more important in practice.

3.3 GPU Memory Efficiency
Different from existingmethods, a detailed analysis of GPUMemory
efficiency –on-GPU memory composite– is given to explain why
traditional PEFTs cannot reduce much GPU memory, while IISAN
can.

The consumption of GPUmemory is primarily distributed across
five aspects5, i.e. (i) model weights, (ii) gradients, (iii) optimizer
states, (iv) forward activations saved for gradient computation,
and (vi) Others (temporary buffers, functionality-specific memory,
etc.). The main sources of GPU memory usage are the first four
components. The fifth component is usually a relatively small one
that is omitted here.

In particular, we first equate the model’s gradients with its train-
able weights6, denoting them as 𝑂 (𝑀𝑊 ) for the backbone model
and 𝑂 (𝑚𝑤) for the PEFT modules, where 𝑀𝑊≫𝑚𝑤 . Secondly,
the optimizer states take the standard Adam optimizer [40] as an
example. It doubles the parameter count for calculating first and
second momentum orders, so the optimizer states are 𝑂 (2𝑀𝑊 )
for backbone models and 𝑂 (2𝑚𝑤) for PEFT modules. Additionally,
we denote the activations for the backbone models and the PEFT
modules by 𝑂 (𝐴) and 𝑂 (𝑎) respectively, where 𝐴 ≫ 𝑎. As stated
in [4, 16, 23], the activations mainly depend on the computation
graph’s size7. This is because backpropagation requires storing the
activations of the network in GPU memory, the memory cost that
is proportional to the number of units in the network. Finally, we
can represent the total GPU memory of FFT by:

𝑂 (𝑀𝑊 +𝑀𝑊 + 2𝑀𝑊 +𝐴) = 𝑂 (4𝑀𝑊 +𝐴) ≈ 𝑂 (𝑀𝑊 +𝐴) (13)

For the LoRA/Adapter-based approach, they reduce the trainable
parameters from𝑂 (𝑀𝑊 ) to𝑂 (𝑚𝑤), but the computation graph as
shown in Figure 1, has not been reduced. Therefore, the total GPU

5The Anatomy of Model’s Memory Section from https://huggingface.co/docs/
transformers/v4.18.0/en/performance
6Gradients normally equal to 4 bytes * number of trainable model weights, we denote
them as equal value for simplicity
7Activations are also influenced by sequence length, hidden size and batch size, etc

https://huggingface.co/docs/transformers/v4.18.0/en/performance
https://huggingface.co/docs/transformers/v4.18.0/en/performance
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Table 1: Efficiency Comparison of FFT and PEFT. In the Training-time metric, the 𝐹𝑃/𝑓 𝑝, 𝐵𝑃/𝑏𝑝, and𝑊𝑈 /𝑤𝑢 represent the
training time of the forward pass, backward propagation, and weight update respectively. Within the Parameter metric,
𝑇𝑃/𝑡𝑝 symbolizes the model of trainable parameters. Concerning the GPU memory metric,𝑀𝑃/𝑚𝑝 and 𝐴/𝑎 denote the model
parameters and activations, respectively. Notably, in every instance, the lower case variables (e.g., 𝑓 𝑝, 𝑏𝑝,𝑤𝑢) are significantly
less than (≪) their upper case counterparts (e.g., 𝐹𝑃 , 𝐵𝑃 ,𝑊𝑈 ). We utilize ">" and "=" to denote relationships of greater and equal
magnitude, respectively.

Metric FFT Adapter LoRA IISAN (Uncached) IISAN (Cached)

Training-time 𝑂 (𝐹𝑃 + 𝐵𝑃 +𝑊𝑈 ) > 𝑂 (𝐹𝑃 + 𝐵𝑃 +𝑤𝑢) = 𝑂 (𝐹𝑃 + 𝐵𝑃 +𝑤𝑢) > 𝑂 (𝐹𝑃 + 𝑏𝑝 +𝑤𝑢) > 𝑂 (𝑓 𝑝 + 𝑏𝑝 +𝑤𝑢)
Parameter 𝑂 (𝑇𝑃) > 𝑂 (𝑡𝑝) = 𝑂 (𝑡𝑝) = 𝑂 (𝑡𝑝) = 𝑂 (𝑡𝑝)

GPU Memory 𝑂 (𝑀𝑊 +𝐴) = 𝑂 (𝑀𝑊 +𝐴) = 𝑂 (𝑀𝑊 +𝐴) > 𝑂 (𝑀𝑊 + 𝑎) > 𝑂 (𝑚𝑤 + 𝑎)
Table 2: Dataset Description

Dataset Users Items Interaction Content
Scientific 12,076 20,314 81,711 Text&Image
Instrument 10,000 19,246 75,022 Text&Image

Office 10,000 22,785 71,276 Text&Image

memory for LoRA/Adapter is:

𝑂 (𝑀𝑊 +𝑚𝑤+𝑚𝑤+2𝑚𝑤+𝐴+𝑎) = 𝑂 (𝑀𝑊 +4𝑚𝑤+𝐴+𝑎) ≈ 𝑂 (𝑀𝑊 +𝐴)
(14)

Note that while the LoRA and adapter share the same theoretical
complexity as the FFT, they can still save up to three times the
GPU memory when the model parameters are the bottleneck8, as
highlighted in [33]. On the other hand, IISAN can further save the
computation graph of the backbone model. Consequently, the total
GPU memory required for IISAN would be:

𝑂 (𝑀𝑊 +𝑚𝑤 +𝑚𝑤 + 2𝑚𝑤 +𝑎) = 𝑂 (𝑀𝑊 + 4𝑚𝑤 +𝑎) ≈ 𝑂 (𝑀𝑊 +𝑎)
(15)

Furthermore, applying the caching strategies, the IISAN (cached)
alleviatesmemory constraints for storing foundationmodel weights.
Consequently, the GPU memory allocation for IISAN (Cached) is
as follows:

𝑂 (𝑚𝑤 +𝑚𝑤 + 2𝑚𝑤 + 𝑎) = 𝑂 (4𝑚𝑤 + 𝑎) ≈ 𝑂 (𝑚𝑤 + 𝑎) (16)

4 EXPERIMENT SETUP
Datasets. In this paper, each item for a user sequence is represented
by its raw image and text modality. We perform the preprocessing
following [15, 43, 81]. To evaluate our methods on items with both
raw image and text modality, we adopt the Amazon review datasets
[52]. We adopt three widely used datasets from it, “Industrial and
Scientific”, “Musical Instruments”, and “Office Products”.9 Due to
the constraint of GPU memory, we follow [15, 81] and set the
sequence length to 10. After the preprocessing, the details of the
datasets are shown in Table 2.
Performance Evaluations. Drawing on prior studies [28, 81],
our approach involves dividing the datasets using a leave-one-
out method. This involves using the final item in the interaction

8Typically, GPU memory usage is influenced by either model size or activations. In
the context of Multimodality-based sequential recommendation scenarios, where
sequences tend to be lengthy (item token length ∗ sequence length ∗ batch size ∗
types of modalities), activations often become the bottleneck. Consequently, IISAN
demonstrates significant efficiency in the multimodal recommendation, particularly in
scenarios characterized by extensive activations.
9We only keep the items with both images and text information. Due to the massive
amount of data for "Office" and "Instrument", we randomly sampled 10,000 users from
the remaining datasets to align with "Scientific" following [15].

sequence for testing, the item before the last is used for validation,
and the remaining items for training purposes. For assessment, we
use HR@10 (Hit Ratio) and NDCG@10 (Normalized Discounted
Cumulative Gain) [30, 81] as the primary metrics. Unless otherwise
specified, all reported results pertain to the test set. Additionally,
it’s important to note that the predicted item is compared against
the entire set of items [41].
ImplementationDetails.The "bert-base-uncased", "vit-base-patch16-
224", "clip-vit-base-patch16", and "deberta-v3-base" from the Hug-
gingface platform [35] are used as the text and image encoders in
this research, respectively. The dimension of hidden representa-
tions of the sequential encoder is searched in {32,64,128} and set
to 64. The number of the sequential encoders’ Transformer blocks
and attention heads is fixed to 2. We apply Adam as the optimizer
without weight decay throughout the experiments and extensively
search the learning rate from 1e-5 to 1e-3 while keeping the dropout
probability at 0.1. We search the batch size in {8, 16, 32, 64, 128} and
obtain the largest optimal batch size to maximize GPU memory.
The hidden dimension of the adapter networks and LoRA rank are
carefully searched in {8, 16, 32, 64, 128}, respectively. All hyper-
parameters are determined according to the performance in the
validation data. All results are reported in the test set. We perform
all the experiments on an A6000 GPU.

5 EXPERIMENT
• RQ1:How does the performance of the proposed IISAN com-
pare to FFT and existing PEFT methods? Can IISAN achieve
significant efficiency without sacrificing performance?

• RQ2: How robust is IISAN on different multimodal back-
bones?

• RQ3: How does components of the proposed IISAN affect
the recommendation performance and efficiency, including
the LayerDrop, modality selection, gated fusion, and SANB
implementation?

• RQ4: This proposed IISAN explores multimodal scenarios;
does it have any advantages over unimodal methods (Text-
only and Image-only)?

5.1 Efficiency-Performance Balance (RQ1)
We perform extensive experiments on three multimodal sequential
recommendation datasets and compare IISAN with full fine-tuning
(FFT) based on [15] in terms of model efficiency and performance.
Furthermore, we also include the state-of-the-art PEFT approaches,
such as Adapter [32], LoRA [33], and BitFit [82]. The Adapter [32]
adopts the classic Houlsby architecture which has been proven to
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Table 3: Comparisons of efficiency-performance balance. Two key categories of evaluation metrics are used, i.e. “Performance"
and “Efficiency". All results of HR@10 and NDCG@10 are denoted in the percentage (%). The ’Training’, ’Parameter’ and ’GPU
Memory’ denote training time (seconds for each epoch), trainable parameters and max GPU memory usage, respectively.
“Relative Improvement" means the result differential between IISAN and FFT. Larger values (↑) of the Performance metric
indicate better performance, while smaller values (↓) of the Efficiency metric reflect better efficiency. “*” denotes that the
improvements of IISAN compared with FFT are significant at the level of 0.05 with paired T-test. To clearly represent the
difference between uncached IISAN and cached IISAN (in blue), we divided them into two separate columns. The best results
are in bold.

Dataset Category Metric FFT Adapter[32] LoRA[33] BitFit[82] IISAN (ours) Relative Improvement
Uncached Cached Uncached Cached

Scientific

Performance(↑) HR@10 6.62 6.61 6.62 6.37 6.83∗ +3.07%
NDCG@10 4.06 3.91 4.09 3.76 4.14∗ +1.93%

Efficiency(↓)
Training-time 443s 354s 378s 403s 179s 22s -59.59% -95.03%
Parameter 195M 5M 0.8M 0.4M 4M 4M -97.89% -97.89%

GPU Memory 46.76G 37.82G 39.07G 36.97G 8.32G 3.11G -82.19% -93.35%
TPME 100% 71.50% 75.14% 70.82% 22.34% 0.19% -78.10% -99.80%

Instrument

Performance(↑) HR@10 8.76 8.82 8.43 8.65 9.06∗ +3.31%
NDCG@10 6.76 6.83 6.64 6.71 7.01∗ +3.57%

Efficiency(↓)
Training-time 369s 295s 308s 287s 142s 18s -61.52% -95.12%
Parameter 195M 5M 0.8M 0.4M 4M 4M -97.89% -97.89%

GPU Memory 46.76G 37.82G 39.07G 36.97G 8.32G 3.11G -82.19% -93.35%
TPME 100% 71.55% 74.28% 69.40% 21.46% 0.19% -78.54% -99.81%

Office

Performance(↑) HR@10 6.30 6.65 6.55 6.78 6.80∗ +7.35%
NDCG@10 4.58 4.85 4.78 4.87 4.92∗ +6.91%

Efficiency(↓)
Training-time 355s 296s 308s 288s 140s 19s -60.56% -94.65%
Parameter 195M 5M 0.8M 0.4M 4M 4M -97.89% -97.89%

GPU Memory 46.76G 37.82G 39.07G 36.97G 8.32G 3.11G -82.19% -93.35%
TPME 100% 73.12% 75.80% 70.93% 21.77% 0.19% -78.23% -99.81%

Figure 4: Peformance comparisons between FFT and IISAN
with different multimodal backbones on Scientific dataset.

be the most effective PEFT approach for unimodality-based recom-
mendation in [15]. The LoRA [33] is widely used due to its smaller
trainable parameters. BitFit, a common baseline for PEFT-based
recommendation research [33, 39, 65], updates only the bias lay-
ers within the entire network to achieve the minimum trainable
parameters. Notable, the current mainstream PEFT method in the
recommendation is embedded PEFT (EPEFT) [32, 33, 82], and the
proposed IISAN belongs to the decoupled PEFT (DPEFT).

Table 3 indicates that the proposed IISAN not only surpasses
the performance of the FFT model on all datasets but only uses
22% of the relative costs in terms of TPME. Furthermore, IISAN
consistently outperforms all PEFT methods in both performance
and practical efficiency under the same batch size (32). In particular,
compared to the FFT model, using IISAN significantly improves the
recommendation performances, e.g. by 3.07%, 3.31%, and 7.35% of
HR@10 and by 1.93%, 3.57%, and 6.91% of NDCG@10 on Scientific,
Instrument, and Office datasets, respectively. For model practical
efficiency comparisons, IISAN achieves the best efficiency, whether

compared with FFT or any EPEFT models. Without the caching
strategy, IISAN can reduce the Training time and GPU memory
by around 60% and 82%. Equipped with the caching strategy, the
numbers even rise to 94% and 93%. While the EPEFT methods
significantly reduce the number of trainable parameters, they do
not substantially decrease the crucial aspects of model training,
i.e. training time and GPU memory costs. According to the new
balanced efficiency metric (TPME), IISAN only uses about 22%
TPME cost of FFT, but the Adapter, LoRA and BitFit require around
71%, 75% and 70% respectively. Furthermore, IISAN with a caching
strategy further reduces training costs and only needs 0.2% TPME.

(Answer to RQ1) IISAN can achieve the most competitive
performance with the highest efficiency and the TPME effec-
tively uncovers the practical efficiency levels of each model.
These experiments suggest that IISAN is a promising and efficient
choice for representation learning tasks that involve multimodal
item representation for recommendation.

5.2 Robustness Evaluation (RQ2)
To better understand the robustness of the proposed IISAN method,
we evaluate it with four different combinations of state-of-the-art
multimodal encoders based on [15], which includes BERT+ViT,
BERT+CLIPViT, DEBERTA+ViT, and DEBERTA+CLIPViT in Figure
4. We observe that on the Scientific dataset, although the contri-
bution of different backbones to multimodal recommendation is
inconsistent, the proposed IISAN can always remain ahead of the
FFTmodel. For example, when changing the text encoder and image
encoder to DEBERTA and CLIPViT respectively, IISAN still exceeds
the FFT model by 0.12 in H@10 and 0.10 in NDCG@10.
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Table 4: Ablation study for IISAN on Scientific Dataset. IISAN
mainly contains four key components: LayerDrop, Modality
Gate, Intra- and Inter-modal towers. "-" represents TPME is
not applicable for the frozen Backbone.

Method HR@10 NDCG@10 TPME
-w/o LayerDrop 6.73 4.04 22.81%

-w/o Modality Gate 6.58 3.89 22.02%
Frozen Backbone 6.00 3.53 -

-w/o Inter-modality 6.38 3.89 21.31%
-w/o Intra-modality 6.41 3.83 20.67%

IISAN 6.83 4.14 22.34%

Table 5: LayerDrop in IISAN on Scientific Dataset. The num-
ber of blocks in the Method column represents that keep this
number of blocks and drop the others.

Method Number of blocks HR@10 NDCG@10 TPME

IISAN

2 blocks 6.46 3.88 22.05%
3 blocks 6.79 4.12 22.06%
4 blocks 6.57 3.98 22.10%
6 blocks 6.83 4.14 22.34%
12 blocks 6.73 4.04 22.81%

(Answer to RQ2) These results validate that IISAN main-
tains excellent robustness on different fundamental models.
This has reference implications for the model migration of IISAN.

5.3 Ablation Study (RQ3)
To comprehensively answer the RQ3, we perform extensive ablation
studies. We demonstrate how each component affects the overall
performance and efficiency of IISAN. Note that the decoupled struc-
ture and caching strategy are the main contributors to the efficiency
gains as described in Section 3. Table 4 presents component ablation
studies focusing on the various modules within IISAN, including
(1) Modality selection, (2) LayerDrop strategies, (3) Gated fusion,
and (4) Implementation of SANB.

(1)Modality selection.Table 4 highlights that although employ-
ing separate intra-modal SAN (Line 4) or inter-modal SAN (Line 5)
can slightly improve efficiency, it will clearly reduce the recommen-
dation effects. However, compared the pre-trained backbones (Line
3) with frozen layers (only training the sequential encoder), both
intra-modal SAN and inter-modal SAN can significantly improve
the performances and perform best when used simultaneously. It
reflects that intra- or inter-modal SAN can improve feature adap-
tation within each modality and inter-modal feature interaction
adaptation.

(2) LayerDrop strategies. IISAN’s layers exhibit a degree of
redundancy, allowing the utilization of LayerDrop to enhance per-
formance effectively. First, when we remove the LayerDrop, both
HR@10 and NDCG@10 decrease absolutely by 0.1% and the cost
slightly rises by 0.5% on TPME, which demonstrates the effective-
ness of LayerDrop. Second, we study the effect of different Layer-
Drop strategies as described in Table 5. We adopt the even number
(2, 4, 6, ...12) transformer-blocks (6 blocks), which skip the odd num-
ber layers. It achieves the best performance-efficiency balance.

(3) Gated fusion. To deepen our understanding of the differ-
ences in information usage between textual and visual modalities
in our research, we analyzed the gate weights at the optimal check-
point. These gate values, ranging from 0 to 1, imply that values

Table 6: Implementation of SANB (Side Adapted Network
Block) on Scientific Dataset. We get the TPME of uncached
approach.

Model Implementation HR@10 NDCG@10 TPME

SANB
Adapter Block[32] 6.73 4.04 22.81%

PHM[39] 5.95 3.59 22.34%
LowRank[80] 4.79 2.83 22.47%

above 0.5 denote a stronger focus on a specific modality as discussed
in Section 2.1. The data indicate that in the realm of multimodal
recommendations, the weights assigned to visual modality gates
consistently ranged from 0.2 to 0.4. This trend suggests a predomi-
nant reliance on textual modality within our multimodal approach.

(4) Implementation of SANB.Table 6 demonstrates the notable
superiority of the classic adapter block in terms of performance
compared with other more recent PHM (Parameterized Hypercom-
plex Multiplication) block [39] and Low-Rank adapter blocks [80].
Their performance, as indicated by HR@10, is significantly lower
than 6.62 (FFT), suggesting that their adaptation is unsuccessful.
This phenomenon is corroborated by findings in [15] where PHM
shows a performance drop compared to traditional adapters. No-
tably, both PHM and LowRank models, despite having merely half
the trainable parameters of an adapter block, exhibit comparable
training time and GPU memory, resulting in similar TPME.

(Answer to RQ3) In this section, we conclude with three
key findings of the IISAN’s components: (1) Optimal perfor-
mance is achieved through the placement of both intra- and
inter-modal Self-Attention Networks (SANs). (2) The best
efficiency and performance balance is achieved by dropping
half of the SANBs in the Intra- and inter-modal SANs. (3)
Text-image interaction is effective, but text modality plays
a more crucial role in recommendation, where inter-modal
SAN can effectivelymaintain the dominance of text modality
and integrate image information.

5.4 Multimodality vs. Unimodality (RQ4)
The concept of PEFT in modality-based recommendation research
is relatively nascent, with limited literature directly comparing
multimodal and unimodal scenarios. Driven by this curiosity, we
conduct experiments on the performance of FFT and various PEFTs
across different modality scenarios.

Table 7 presents comparisons between unimodal and multimodal
scenarios. First, the PEFTmodels (such as Adapter, LoRA, and BitFit)
exhibit performance comparable to FFT in text-based and multi-
modal scenarios, but poor image-based performance. Additionally,
the text-based adapter significantly outperforms FFT, indicating
its high suitability for text-based recommendation. This may be
caused by the inherent bias in the modal transfer from the founda-
tion models in multimodal recommendation tasks where images
are more difficult. This observation is corroborated by our analysis
of information usage in the gated fusion (in Section 5.3), where
text modality is dominant in the inter-modal interaction. Second,
each adaptation approach based on multimodal representations
demonstrates superior performance, underscoring the importance
of integrating multiple modalities. In particular, IISAN achieves
the best results due to the novel intra- and inter-modal adapted
networks.
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Table 7: Multimodality vs. Unimodality.

Modality Method HR@10 NDCG@10

Image
FFT 5.81 3.47

Adapter[32] 5.47 3.18
LoRA[33] 5.49 3.34
BitFit[82] 4.97 3.03

Text
FFT 5.80 3.44

Adapter[32] 6.55 3.88
LoRA[33] 6.14 3.61
BitFit[82] 5.92 3.56

Multimodality
FFT 6.62 4.06

Adapter[32] 6.61 3.91
LoRA[33] 6.62 4.09
BitFit[82] 6.37 3.76

IISAN (ours) 6.83 4.14

(Answer to RQ4) The findings suggest that multimodality
is more advantageous than relying solely on unimodality.

6 RELATEDWORK
Modality-based Sequential Recommendation (MoRec). The
recommendation with various modality information has increas-
ingly fascinated the Recommender System community [8, 34, 43,
47, 48, 53, 56, 64, 67, 68, 70, 74, 81, 83]. They deploy the large-scale
pre-trained foundation models [3, 11, 24–26, 57] from NLP and CV
[12, 49], and CLIP [57] to encode texts and images. The sequential
encoder stays unchanged as the traditional sequential architectures,
including SASRec [37], GRU4Rec [29], and BERT4Rec [63], etc.
In addition, IDA-SR [51], UniSRec [31], and VQ-Rec [30] realized
MoRec by learning item representation from the foundation model
in NLP. In terms of image representation in RS, [71] and [50] fed the
RSmodel with image features extracted from the ResNet-50 [24]. On
the other hand, [13, 45, 53, 81] have collectively demonstrated that
the MoRec framework, when applied through end-to-end learning,
significantly enhances performance over previous methods that
rely on offline feature extractors. Specifically, [44, 45] highlighted
that end-to-end training, which integrates both image and text
modalities, considerably surpasses systems based solely on a single
modality.

However, a significant limitation observed in these end-to-end
research studies is their continued reliance on full fine-tuning of
large-scale multimodal encoders. This approach often results in a
lack of efficiency.
Parameter-efficient Fine-tuning (PEFT). In the domains of NLP
and CV, significant efforts are being devoted to investigating PEFT
methods. These approaches aim to address the challenge of man-
aging the extensive number of trainable parameters present in
large-scale pre-trained models. Foundational works in this area
include Adapter [32], LoRA [33], and BitFit [82]. Building on this
paradigm, a variety of alternative strategies have been proposed,
as evidenced by studies such as [7, 17, 27, 39, 55, 69, 78, 84]. Nev-
ertheless, these methods predominantly employ Embedded PEFT
(EPEFT) and concentrate chiefly on parameter efficiency, rather
than practical efficiency factors like training speed and GPU mem-
ory consumption. To address these limitations, [4] introduced the
concept of "Reduce Memory, Not Parameters", suggesting a re-
duction in activations. LST [65] introduces a memory efficiency
approach that tries to decouple PEFT modules from the encoder-
decoder T5 [58]. This emerging trend in NLP and CV research is

increasingly pivoting from the earlier focus on EPEFT to DPEFT,
as exemplified by recent studies [46, 76, 77].

For the usage of PEFT in the realm of modality-based sequential
recommender systems (RS), significant progress has been demon-
strated by M6-Rec [9], Tallrec [2], and SSNA [54]. These studies
highlight the PEFT approaches can be adopted to achieve compara-
ble performance to traditional fine-tuning methods. Additionally,
[15] provides an empirical study of adapters in MoRec. Although
many current methods in the field continue to utilize the conven-
tional EPEFT, they often overlook aspects of practical efficiency.
The adoption of DPEFT in RS remains limited, with only a few
exceptions, such as a concurrent preprint [54]. Furthermore, these
methods mainly concentrate on single-modality analysis, missing
the opportunity to exploit the rich multimodal information avail-
able in RS. In contrast, VIP5 [22] explores the multimodal recom-
mendation using adapters within the P5 backbone. However, its
implementation primarily utilizes adapters for text encoders, leav-
ing the image encoder unchanged and dedicated solely to feature
extraction. This approach differs from our focus, as adapting the
image encoder incurs higher costs compared to the text encoder.

To the best of our knowledge, little research investigated prac-
tical efficiency issues of using DPEFT approaches for multimodal
representation adaptation for recommendation tasks. Utilizing mul-
timodal information can certainly boost recommendation perfor-
mance [45], while further increasing the practical efficiency issues.
Therefore, the research of studying DPEFT approaches to address
the real efficiency problems in this field is a novel and urgent direc-
tion.

7 CONCLUSION AND FUTUREWORK
In this study, we present a novel Decoupled-PEFT architecture,
named IISAN, for recommendation task adaptation of pre-trained
large-scale multimodal fundamental models. IISAN leverages ad-
vantages inherent in DPEFT to separate the trainable intra- and
inter-modal adaption networks from the multimodal backbones,
thus minimizing the computational graph and allowing for caching
strategies. These allow IISAN to optimize in terms ofmodel practical
efficiency. Besides, the new intra- and inter-modal SANs in IISAN
achieve comparable performance to the full fine-tuning model by
combining both intra- and inter-modal information adaptive in-
teractions. In addition, we introduce a balanced efficiency metric,
–TPME–, to evaluate the multi-faceted practical model efficiency
between different methods. Finally, experimental results on three
recommendation datasets have shown the superiority of both effi-
ciency and effectiveness of IISAN. And the efficiency analysis also
proves its high efficiency.

Future work includes the exploration of more potential appli-
cations, such as multimodal retrieval[20, 21] and visual question
answering (VQA) [85], etc., by the IISAN paradigm. Moreover, many
more modality representations can be applied by the novel intra-
and inter-modal SANs, e.g. image, text audio, etc., to further adapt
the multimodal real-world scenarios.
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