
Figure 1: Complete pumpkin.

A Pumpkin Geometry

The EeVa vehicle will be a super-pressure pump-
kin balloon now in development by NASA’s Bal-
loon Program Office. See Fig. 1 for an illustra-
tion of a pumpkin balloon consisting of 24 gores.
The actual EeVA pumpkin will likely be made of
230 or more gores. The lobes will be shallower,
but still noticeable. In order to fully understand
the geometry of such a structure it will be ben-
eficial to calculate curvatures for such a shape.

The design program Planetary Ballon [4] de-
veloped by R. Farley, NASA/GSFC will be used
to determine the gore cutting pattern for the ac-
tual EeVA balloon. In Planetary Balloon, me-
chanical properties of the balloon film and load
tendons are used to estimate the strained shape
of a pumpkin lobe under certain design condi-
tions. The flat cutting pattern for the gore is
then backed out from this strained shape. To an-
alyze the strained EeVA balloon, we will use the
analytical balloon model developed by Baginski
(see, e.g., [1]). However, to simplify the expo-
sition of the pumpkin geometry, we will assume
the complete shape is cyclically symmetric and
made of ng symmetric lobes and smooth within
each lobe. Within a typical gore, x(u, v) is a
parametrization of a tubular surface with gener-
ating curve Γ defined by an Euler-Elastica curve
(to be defined in the next section). Proceeding
in this fashion, we obtain a fairly accurate repre-
sentation of the equilibrium surface of a pressur-
ized pumpkin balloon constrained by load ten-

0.5 1 1.5 2 2.5 3
0

1

2

3

4

5

m

m

ZPNS
SPNS

Figure 2: Comparison of a natural shape profile
and the Euler-Elastica profile.

dons with a suspended payload [2]. The tubular
surface parametrization will facilitate the discus-
sion of balloon surface properties that are rele-
vant to antenna applications.

Euler-Elastica The Euler-Elastica curve is the
planar curve (x, z) = (r(s), z(s)) for 0 < s < `
satisfying [2]

θ′′ + 2τ sin θ = 0, (1.1)

where θ is the angle between the tangent of the
generating curve t = (r′(s), z′(s)) = (sin θ, cos θ)
and k = (0, 0, 1). In this model, we set the film
weight density and tendon weight densities to
zero (but include their total weight into the sus-
pended payload) and set τ = πp0/T0 where T0

is the total tension (due to payload plus system
weight) and p0 is the constant differential pres-
sure. Typical boundary conditions set the cur-
vature equal to zero at the endpoints, θ′(0) =
θ′(`) = 0. The modulus of the elliptic functions
associated with a solution of Eq. (1.1) is nor-
mally taken to be 1/

√
2. In Fig. 2, we compare a

natural shape profile (used in the design of zero-
pressure balloons) with an Euler-elastica profile.
The radial component of the generating curve for
the elastica is

r2(θ) = τ−1 sin(1
2π − θ) (1.2)
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(see, [6]) and the curvature of the elastica curve
is κ(s) = θ′(s) = −2τr(s) (see [2, Sec. 2.3.2]).
An expression for z can be found by integrating
z′(s) = cos θ or by using elliptic functions [5].

Tubular Surface We present the equations
for a pumpkin shape balloon as a tubular surface.
We assume that the pumpkin shape is made up
of ng symmetric pumpkin gores. Let i = (1, 0, 0).
We begin with a curve,

Υ(s) = r(s)i + z(s)k ∈ IR3,

that we call the generator of the pumpkin gore.
We assume that (r(s), z(s)) is known from the
solution of Eq. (1.1). Υ is parametrized by arc
length s, i.e., r′(s)2 + z′(s)2 = 1. Let t denote
the unit tangent of Υ, b its inward unit normal
(j = t × b); as defined in Eq. (1.1), θ = θ(s) is
the angle between t and k, and

t(s) = sin θi + cos θj,
b(s) = − cos θi + sin θj.

The set {b, t, j} gives a right hand curvilinear
basis for IR3. Since Υ is a plane curve, its torsion
is zero, and the Frenet equations reduce to

t′(s) = κ(s)b(s),
b′(s) = −κ(s)t(s)

where κ is the curvature of Υ (see [3, Sec. 1.5]).
We define a tubular surface in the following man-
ner. For −π < v < π, 0 < s < `, let

x(s, v) = Υ(s) + rb (−b(s) cos v + j sin v) ,
(1.3)

and x(s, v) = x(s, v) · i, y(s, v) = x(s, v) · j, and
z(s, v) = x(x, v) · k.

By direct calculation, we have

xs(s, v) = (1 + rbκ(s) cos v)t(s),
xv(s, v) = rb (b(s) sin v + j cos v) ,
xs × xv = rb(1 + rbκ(s) cos v)

· (b(s) cos v − j sin v) ,

and area measure is dS = rb(1+rbκ(s) cos v)dsdv.
A unit vector normal to the tubular surface is

N(s, v) = xs×xv/|xs×xv| = b(s) cos v− j sin v.

a1(s)=t(s)

N(s,0)=b(s)a2(s,0)=j

rB

Figure 3: A pumpkin gore with {a1,a2,N}.

The triple {xs,xv,N} gives a right hand basis
for IR3. Further calculation yields,

Ns(s, v) = −κ(s)t(s) cos v
Nv(s, v) = −b(s) sin v + j cos v.

The principal curvatures are

κ1(s, v) = −Ns · xs

xs · xs
=

κ cos v
1 + rbκ cos v

,(1.4)

κ2(s, v) = −Nv · xv

xv · xv
=

1
rb
. (1.5)

The tubular surface is sufficiently smooth when-
ever (see [3, p. 399])

rbκ0 < 1, where κ0 < max
0≤s≤`

|κ(s)|. (1.6)

Condition Eq. (1.6) is met in our applications.
A unit tangent to the curve s→ x(s, v) is

a1(s, v) = xs(s, v)/|xs(x, v)| = t(s),

and a unit tangent to the curve v → x(s, v) is

a2(s, v) = xv(s, v)/|xv(s, v)| = b(s) sin v+j cos v.

Note,
∂a2

∂v
= b(s) cos v − j sin v = N. In Figure 3,

the geometry of a pumpkin gore patch is illus-
trated with the vectors {a1,a2,N} when v = 0.
Arc length in the tubular surface along a curve
parallel to the generator s → x(s, v) is s̄, where
ds̄ = (1 + rbκ(s) cos v)ds.

A pumpkin gore will be a subset of a tubu-
lar surface. We assume that the pumpkin gore
is situated symmetrically with respect to the xz
plane and interior to the wedge defined by the
half-planes y = ± tan(π/ng)x with x ≥ 0. See
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Fig. 4. We will refer to rb as the bulge radius
of the pumpkin gore. The curve traced by v →
Υ(s)+rb(−b(s) cos v+ j sin v) is a circle lying in
the plane with normal t(s). To find the length
of the segment of the circle that forms a circum-
ferential arc of the pumpkin gore, we need to
find the values of v where this arc intersects the
planes y = ± tan(π/ng)x. For fixed s, we find
that v must satisfy the condition

y(s, v) = tan(π/ng) x(s, v).

This leads us to the equation

A(s) +B(s) cos v + C sin v = 0, (1.7)

where C = rb, B(s) = −rb cos θ(s) tan(π/ng),
and A(s) = −R(s) tan(π/ng). Eq. (1.7) can be
solved for v, yielding

v = vg = arccos

(
−AB + C

√
C2 +B2 −A2

B2 + C2

)
.

Since A and B are functions of s and other pa-
rameters, so is vg = vg(s, ng, R(s), θ(s)). By
symmetry, the solution corresponding to the plane
y = − tan(π/ng)x is v = −vg. We define the
three dimensional pumpkin gore G to be the set,

G = {x(s, v), −vg(s) < v < vg(s), 0 < s < `} .

A complete shape S has cyclic symmetry and is
made up of ng copies of G. In Fig. 1, we present a
pumpkin balloon with ng = 24, rb = 10.9 m, and
max r = 55.77 m. Fig. 1 was for demonstration
purposes only.

Case Study It will be beneficial to consider a
pumpkin balloon of sufficient size for an EeVA-
type payload. This leads to a balloon design that
we can approximate as a tubular surface as given
by Eq. (1.3) with ng = 230 and rb = 2.7 meters.
In this case we find the maximum radius of the
generating curve is max r = 58 meters and H =
max z = 69.49 m. In Figure 5, we present the
generating curve (r(s), z(s)) where 0 < s < ` =
302.6 m for the Euler-elastica Υ as described.
In Figure 6, we present (z(s), κ(s)). In Table 1,
we present a few data points located with ±3.88
meters of the equatorial plane. d(z, z0) measures

Figure 4: Pumpkin lobe.

the distance from the point (r(z), z) to the equa-
torial plane z = z0 = 34.74 m. κ(z) is the prin-
ciple curvature at z.

If we rotate the generating curve Υ about
the z axis, the resulting surface will have prin-
ciple curvatures κ and κ̃. The equatorial bulge
angle is 2vb(zeq) = 27.2 deg. This corresponds
to an arc of Υ of approximately 11 meters in
length. The principle curvatures of a point on
the tubular surface are given by Eq. (1.4)-(1.5).
Note κ1(s, v) << κ2(s, v) = 1/rb.

A peculiarity of the a surface of revolution
generated by an Euler-Elastica is that κ(s, v) =
2κ̃(s, v). Such a shape is the basis for the popu-
lar mylar balloons and is discussed in great detail
in [5]. See Table 1. These observations will be of
importance for the design of the focusing reflec-
tor.
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Figure 5: Euler-Elastica generator: (z(s), r(s)).
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Figure 6: (z(s), κ(s)) for 0 < s < `.

Table 1: Surface data in an equatorial band.

(m) (m) (1/m) (1/m) (deg)
d(z, zeq) r(z) κ κ̃ vb(z)
-3.8821 57.7392 58.2620 29.1310 13.541
-2.5924 57.8839 58.1163 29.0581 13.575
-1.2975 57.9710 58.0291 29.0145 13.596

0 58.0000 29.0000 58.0000 13.603
1.2975 57.9710 58.0291 29.0145 13.596
2.5924 57.8839 58.1163 29.0581 13.575
3.8821 57.7392 58.2620 29.1310 13.541
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