
Demonstrator hardware

• Sector boards for demonstrator -- µTCA boards (CTP7)

‣ Xilinix Virtex-7 FPGA + Zynq chip for outside communication

‣ AMC13 card provides central clock distribution
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Full Demonstrator Hardware (2)
• Sector boards require:

➡ Large high performance FPGA (Vertex 7)
➡ Significant I/O of order 500-600 Gbits/s

• Several options of boards within CMS
➡ ATCA: Pulsar 2b
‣ Advantages:

๏ Take advantage of larger power/cooling capacity
๏ Development for L1 Tracker AM approach

‣ Disadvantage:  Uncertain availability
➡ μTCA: MP7, CTP7 
‣ L1 Calorimeter Trigger boards
‣ Advantages:

๏ Boards in production and being commissioned.
๏ Significant number of CTP7 spares that could be available very soon.

‣ Disadvantages:
๏ Might not be final choice of architecture. 

• Using CTP7 probably gives us the fastest
 path to a demonstrator system.
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CTP7

U. Wisconsin
Note: Vertex-7 chip used on 

CTP7 is the same as on 
VC709 board.

CTP7

Jorge Chaves

Demonstrator (2)
• We currently have 4 CTP7 

boards in a µTCA crate in 
building 904 at the Prevessin 
site

• These will be the basis for the 
tracklet demonstrator

• 3 sector processor boards

• Input and output are 
handled by a single board

• AMC13 card for central clock 
distribution and 
synchronization
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Special thanks to the 
Wisconsin group

Test stand @ CERN
Boards developed by University of Wisconsin 

for current 2016 L1 trigger upgrade




