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square and hexagonal4. The square footprint provides a
better match to the shape of the field-of-view, whereas
the hexagonal pattern has lower sensitivity ripple and
polarimetric aberration. For the first epoch of RACS
observations, beams were arranged in a 6◊6 square grid
with a 1.05 degree centre-to-centre separation (pitch) as
shown in Figure 2. At the highest frequency in the band
(1032.5 MHz) the maximum beam spacing (along the
grid diagonal) is equal to the beam full width at half
maximum (FWHM). See Section 3.3.1 for estimates of
true beam shapes across this footprint.

2.3 Sky coverage

To sample the sky with uniform sensitivity we construct
a tiling of the celestial sphere with square tiles sized to
match the beam footprint. For adjacent non-overlapping
tiles, tile placement is such that beam separation across
tile boundaries is unchanged. Figure 2 shows beams of
adjacent tiles for the non-overlapping case.

Tiles are arranged in rows along lines of constant dec-
lination; the number of tiles in each row is the minimum
needed to span 360 degrees of right ascension without
gaps; successive rows are spaced in declination using the
same criterion of no gaps but minimal overlap. Within
about 20 degrees of the pole this pattern is replaced by
a quasi-rectangular grid centred on the pole. Figure 3
illustrates this scheme.

The absolute northern limit of telescope pointing,
” = +48¶, is set by the observatory’s latitude (26.7
degrees South) and the 15 degree mechanical elevation
limit of the ASKAP antennas. ASKAP is sensitive to the
sky up to 3 degrees from its pointing direction, and so
RACS will cover the sky from the south celestial pole to
a declination of ” = +51¶(although the data presented
here are south of ” = +41¶).

Overlap between tiles is unavoidable, and varies with
declination. Averaged over the sphere, about six per cent
of the surveyed area appears within the full-sensitivity
bounds of more than one tile. This fraction is only mildly
dependent on tile size (within the range useful with
ASKAP) and on the chosen boundaries of the polar cap.
As mentioned above, even for minimal overlap between
tiles, the beam spacing is nowhere greater than it is
within each tile, so that image sensitivity is maintained
over tile boundaries. In regions of overlap the sensitivity
is improved.

Many sources will be detected in more than one tile,
and many more will be detected in several beams. These
multiple detections will be used in the analysis of beam
and tile-specific systematic errors, and the tile-tile over-
laps will give some visibility of variability on the radio
sky.

4These are referred to as square_6x6 and closepack36

Figure 2. ASKAP field-of-view using the square_6x6 beam foot-
print. The positions of the 36 beams (numbered 0–35) are shown
as idealised circles at their contour of half-power at 1032 MHz. In
practice the total-intensity beams are close to circular at field cen-
tre, but become increasingly elliptical towards the edge of the field
with typical eccentricity of e . 0.4. The PAF sensitivity is greatest
at the field centre, varies slowly over most of the field, and declines
steeply at the edges; the outer grey contour shows the estimated
locus of 50% sensitivity. Beams of adjacent non-overlapping tiles
are also shown in grey.

Figure 3. An orthographic view of the celestial sphere showing
the arrangement of the RACS observing tiles. Ranks of tiles are
centred on a series of declinations from +37.6 to -68.7 degrees,
giving full sensitivity from ≠71.3 to +40.2 degrees. South of (and
overlapping with) the ≠71 degree margin tiles are placed as for
the equator, but centred on the pole.


