
0 0 0 … 1 0 1

0 1 0 … 0 1 0

0 0 1 … 0 1 1

0 0 0 … 1 1 0

0 0 1 … 0 0 1

0 0 0 … 1 0 1

… … … … … … … ×2n

×m bit

×m

×n

Sparsity Encoding

MSB LSB

CnM Processing Unit 

Cache

Memory

• Digital Domain Computing

• Binary Bit Representation

• Sparsity Domain Computing

• Sparsity Representation

• On-die Sparsity Encoding

MSB bits

0 1 … 1

Sparsity bits

CiM Banks

No LSB Transfer

0

0 … 1

0 0 0 … 0 0 0

… … … … … … …

0 1 1 … 0 1 1

Compress

𝑴𝑨𝑪 = 𝒙𝟎𝒘𝟎 +⋯+ 𝒙𝑵−𝟏𝒘𝑵−𝟏

𝑴𝑨𝑪 ≈ 𝑺𝒙 ∙ 𝑺𝒘/𝑵

N times Product-Sum:

One Single Multiply-Divide:

0 0 0 1 0 1 1 1

0 1 1 0 1 0 1 1

… … … … … … … …

0 0 0 1 0 1 1 1

0 0 1 0 1 1 0 1

MSB LSB

8-bit DNN Task:

Replace with compact

sparsity information

Record total ‘1’’s count across each bit

MSB Sparsity

Discard deterministic LSB bits 

Weight: Offline compression

> No LSB weight updates

Activation: On-die encoding

> No LSB activation data transfer

LSB Sparsity

0 0 0 1 1

… … … … …

1 0 1 1 0

x, w

Sx, Sw

• Computation Power: ×5 Energy Efficiency Boost

• Inference Accuracy: ×4 Approximate Error Reduction

• Data Transmission: Eliminates ~ 50% Data Transfer

0 1

N-dimensional Vector to a Single Scalar Operation
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